
22

Compact Fluorescent Lamps

An easy-to-install, complete kit with everything
to change an existing fixture to energy saving
compact fluorescent in minutes!
Patented SpringLamp@ technology, with
multiple wattage options provide maximum
light output equivalent up to 150 watts.

EACH RETROFIT KIT INCLUDES:

· High efficiency reflector and trim (>93%)
· Replaceable SpringLamp and TCXTM ballast
· Screw-in adapter for medium base sockets
· Two year warranty on fixtures
· One year warranty on lamps

RECESSED DOWNLIGHT RETROFIT KIT

TCP
Part

Number

Watts
Incandescent

Wattage

Comparison

Ballast Type /
Special Features

/ Colors / CRI

Input
Line

Current

M.O.L
(Inches)

Diameter
(Inches)

Initial
Lumens

Power
Factor

Total
Harmonic

Distortion

Replacement
Lamp

Dimming
Range

NSN

Downlight Retrofit Springlamp 4-pin system HPF Dimmable, 120 volts   
Average Lamp Life 10,000 Hrs.   Average Ballast Life 50,000 Hrs.

13118 18 75 Juno/Halo,

Electronic,
2700°K, CRI 84

.18A 6.5 7.25 1200 >.90 <33% TCX 100-20%

13123 23 100 .20A 6.5 7.25 1500 >.90 <33% TCX 100-20%

13318 18 75 Universal,
Electronic,

2700°K, CRI 84

.18A 6.5 7.25 1200 >.90 <33% TCX 100-20%

13323 23 100 .20A 6.5 7.25 1500 >.90 <33% TCX 100-20%

Downlight Retrofit Springlamp 4-pin system NPF Dimmable, 120 volts   
Average Lamp Life 10,000 Hrs.   Average Ballast Life 50,000 Hrs.

13718 18 75

Juno/Halo,
Electronic,

2700°K, CRI 84

.29A 6.5 7.25 1200 >.50 <150% TCX N/A

13723 23 100 .35A 6.5 7.25 1500 >.50 <150% TCX N/A

13726 26 130 .45A 6.5 7.25 1750 >.50 <150% TCX N/A

13732 32 150 .49A 6.5 7.25 2100 >.50 <150% TCX N/A

13418 18 75

Universal,

Electronic,
2700°K, CRI 84

.29A 6.5 7.25 1200 >.50 <150% TCX N/A

13423 23 100 .35A 6.5 7.25 1500 >.50 <150% TCX N/A

13426 26 130 .45A 6.5 7.25 1750 >.50 <150% TCX N/A

13432 32 150 .49A 6.5 7.25 2100 >.50 <150% TCX N/A


